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5) On/ Off Switch             

开关 

 

8) Thermal 
Water   
Release 
Valve        

温控阀 

7) Puncture Proof 
Rear Wheel         

防破损后轮 

 

9) Front Wheel      
w/ Brake                    

前轮刹车 

10) Water Inlet 
Female  Coupling              

母进水管接头 

11) Oversized 
Water Inlet  
Filter                                 

超大进水过滤网 

12) Oil Level 
Indicator          

机油观察孔 

 

1) Add Oil Here  

从此处加油 

How To Use 使用方法 

2) Water High Pressure 
Outlet  Coupling            

公高压出水排水 

 Plug In High Pressure Hose                                       

插入高压出水管 

Plug In Contractor Lance                                      

插入枪 

Turn On Water for 1 min,             

Let Water Be Stable                           

打开水1分钟,让水稳定 

Only After Water Stable, 

Then Turn On Motor         

一旦水是稳定的，打开马达 

 
To Turn Off:  

Turn Off Motor First              

Then Turn Off Water. 

如何关机：先关马达再关水 

 мύ  нύ  оύ  

пύ  рύ  

6) Nicolini Motor 
From Italy       

意大利Nicolini马

达 

3) Hawk Pump 
from Italy        

意大利高压泵 

 Plug In Water Hose                 

插入水管 
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13) Oil Drainage 
Outlet               

油排放出口 

ON OFF 
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CALL SERVICE HOTLINE 6595 4339 FOR SERVICE OR    

USAGE QUESTIONS!                                                              

如有服务或用法问题，请联络服务部 6595 4339 ！ 

Opening Hours: Monday—Friday : 9am—6pm       开放时间:  星期一至五: 9am—6pm  

Closed on Weekends and Public Holidays! 周六日以及公共假期休息 

Accessories 

 Item SKU No. 

30m High Pressure Hose with Quick Couplings  高压出水管 1884-700001 

30m Water Inlet Hose   进水管 0330-000001 

30m 3-core 2.5mm Electrical Cable  电缆 0320-000001 

Contractor Lance with Double Valves  枪开关 4215-Z-1001.2200.00 

O-ring  密封圈 0045-Z-700540397 

Low Pressure Male Plug (For Water Inlet Hose)                  

公低压进水接头（进水管用） 
4215-Z-1002.1413.00 

** We Also Offer Hose Cutting and Joining Service! 

A) Check Oil Level BEFORE Usage. 在用途前必须检查油面 

Correct Oil Level. Oil 

Level at 50% 

正确油面.油面设定在
50% 

 

Milky Oil.               

Call Supersteam! 

油变乳白色。请联络
SuperSteam! 

Dark Oil. Change Oil . 
Use SAE 30-40                               

油变黑。请换油，用SAE 

30-40  

Note:  

¶ Never Use High Pressure Jet to Wash the       

Machine Itself      不要使用高压机清洗机器本身 

¶ As Machine is a Solid 58kg—2 People Required 

to Carry it    机器有58公斤必须至少两个人搬运 

¶ Machine Water Pressure is Set at 100 Bar. 

Please Do Not Adjust!   机器水压被设置在100压

力. 不要调整！ 
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天天要检查 

P O O 

Check O-ring for Leaking  
Water                                      

如果漏水，请检查密封圈 

B) 

Check Wire For Cuts                      

检查并确认电线没有被破损 

C) D) 

Check Contractor Lance Nozzle is 
Clear of Choke and Not Leaking 
Water                                                      

检查并确认接头没有阻塞和不漏水 


